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TYPICAL PTZ CAMERA INSTALLATION DETAIL
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INSTALL INTO
SIGNAL CABINET

FOR CAT5 + POWER INSTALLATIONS
CCTV LIGHTNING

ARRESTOR

16/2 FROM POWER SUPPLY

16/2 POWER TO CAMERA

TO CABINET GROUND

SHIELDED CAT5E TO CAMERA

FOR POWER OVER ETHERNET (POE)
INSTALLATIONS

CCTV LIGHTNING
ARRESTOR

TO CABINET GROUND

SHIELDED CAT5E TO CAMERA

GND
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+
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-
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-

GND
GND

24V

RJ-45 RJ-45
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10
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11

7

7

8,9

NEW
RISER POLE

SHIELDED CAT5E TO SWITCH
(SEE SWITCH PORT ASSIGNMENT DETAIL)

SHIELDED CAT5E TO POE Module or POE Port # 8 on
SWITCH

8,9

8,9 8,9

DOME STYLE VIDEO CAMERA

POLE MOUNT

¾” STAINLESS STEEL
BANDS AND BINDER SEAL

7/8” DIAMETER HOLE
W/PLASTIC GROMMET TO

PROTECT CABLE

CABLE(S) FROM CAMERA THRU
POLE TO CABINET AS REQUIRED
BY MANUFACTURER

CABLE(S) FROM CAMERA THRU
POLE TO CABINET AS REQUIRED

BY CAMERA MANUFACTURER

2

1

3

4,5,6,7,8,9

4,5,6,7,8,9

EXISTING SIGNAL
POLE WITH

LUMINAIRE OR
EXISTING LUMINAIRE

POLE
WITH SIGNAL
EQUIPMENT

PTZ CAMERA SIGNAL POLE
WITH LUMINAIRE OR LUMINAIRE

POLE DETAIL

PTZ CAMERA SIGNAL POLE
MAST ARM MOUNT OR RISER

MOUNT DETAIL

PTZ CAMERA SIGNAL
POLE/RISER MOUNT DETAIL

QTY PART NO. DESCRIPTION

1      1              ###### PTZ CAMERA (SEE SPECIFICATIONS)

2      1              ###### CAMERA POLE MOUNT KIT

3      2              ###### PLASTIC GROMMET

4      1              ###### RG-6 COAX CABLE, 200' (IF REQ'D)

5      4              ###### COAX END CONNECTORS (IF REQ'D)

6      1              ###### SHIELDED OUTDOOR RATED 18/2 CABLE, 200' (IF REQ'D)

7      1              ###### 16/2 CABLE, 250' (IF REQ'D)

8      1              ###### SHILEDED OUTDOOR-RATED CAT5 CABLE, 250'

9      4              ###### SHIELDED RJ-45 END CONNECTORS

10       2               ######  LIGHTNING ARRESTOR

11       1               ######  GREEN #12 STRANDED GROUND WIRE, 4'

12             1               ######  ENCODER (IF REQ'D)

13             1               ######  STANDARD CAT5 CABLE, 6'BLACK

PTZ CAMERA MOUNTING HEIGHT TO BE
25'. PTZ CAMERA MOUNTED ON NEW

POLES WITH SIGNAL EQUIPMMENT MAY
NEED SEPERATE 2" CONDUIT FROM BASE

OF POLE TO CABINET

ASTRO BRACKET
ASSEMBLY

ASTRO BRACKET
ASSEMBLY

CABLE(S) FROM CAMERA THRU
POLE TO CABINET AS REQUIRED

BY CAMERA MANUFACTURER

4,5,6,7,8,9


